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INSIDE THE BOX 

* FL Flashlight 

- 18650(2200mAh) Lithium battery 
- Battery Charger 

* Tactical Pressure Switch 

¢ Lanyard 

- Rail Mount Kit(Base on the model) 
- User Manual 


SPECIFICATIONS 

Material: AL6061-T6 Aluminum Alloy 

LED: Cree XML 

Brightness: 1200Im Max 

Runtime: 3.5Hrs 

Illuminating Range: 200m 

Waterproof Level: IPX4 

Size: (L)133*(D)29mm (L)5.2in*(D)1.lin 

Weight: 3.140z/89g (excluding battery) 
4.80z/136g (including battery) 

The above brightness and runtime tests are 

performed using one 18650(2200mAh) Lithium battery. 


BATTERY INSTALLATION 

Remove the product from the packaging. Unscrew the 
tailcap then put the battery in. Make sure that the positive 
polarity side of the battery faces toward the direction of 
the flashlight head (the side of the LED). Screw the tailcap 


back on tightly. 
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AVAILABLE BATTERIES 
1x 18650 Lithiun Battery 


CHARGING 

Charge the flashlight before use. 

The package includes a intelligent battery charger and a 
USB to type-C cable for 18650 lithium battery charging. 
Connect the USB end of the cable to an external USB 
power source (USB power source is not included in the 
package. Users can charge it through any USB power 
source such as a computer or wall adapter) . Place the 
battery to the right position according to the positive and 
negative polarity indication. 

Red Indicator light means charging. 

Blue Indicator light means full charge. 

Dark Indicator light means the battery was place incorrectly. 
Charging time: 2 hrs (for a 2200mAh 18650 Lithium battery) 


HOW TO OPERATE 
Tailcap switch features ON/OFF. Press one time to turn on 
the light, press again to shut down. 


The included pressure switch allows for easy single-handed 
operation. Comes with a constant on button switch and a 
momentary on pressure switch (2 modes) for different 
tactical needs. 


constant on 
momentary on 


FLASHLIGHT RAIL MOUNT 

The rail mount type you get base on the model you 
ordered. (FLII FL14 FLI7 FL22) 

FLI] Contains a Picatinny 45 Degree 

Flashlight Ring Mount. 


FLI4 Contains a ML87 M-Lok Versatile Mounting Option 
Offset Flashlight Ring Mount. 


For customers who order the FL14, the included ML87 has 
detailed user manual as below: 


Diverse Mounting Position 
Forward Offset 


Backward Offset 


Installation 
1. choose one of the mount type. The below installation is 
based on the forward offset. 


2. Connect the screws and nuts through the holes of the 
offset mount. Keep it loosen but connected. 


3.Put the nuts into the M-lok rail then tighten the screws 
with the allen wrench. 


DANGER 

DO NOT throw the light directly into human eyes. This may 
cause temporary blindness, or permanent damage to the eyes. 
DO NOT use Non-protected rechargeable batteries. 

DO NOT immerse the flashlight to water. 


5.Tighten the screws with the allen wrench. 


WARRANTY 
Within 30 days of purchase: Return to retailer from which 
you purchased for repair or replacement. 


Within 3 years of purchase: Return to Feyachi for repair or 
replacement. This warranty does not cover normal wear 
6.Put the flashlight though the ring mount. The 2 inserts and tear, modifications, misuse, disintegrations, negligence, 
are for different diameter flashlights. accidents, improper maintenance, or repair by anyone 
other than an Authorized retailer or Feyachi itself. 


Ola a > &— Battery Warranty: Feyachi offers one year warranty for all 


es 


rechargeable batteries.This warranty does not cover 
normal wear and tear, modifications, misuse, 
disintegrations, negligence, accidents, improper 
maintenance, or repair by anyone other than an 
Authorized retailer or Feyachi itself. 


CUSTOMER SERVICE 
§&4 info@feyachi.com 
 www.feyachi.com 
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